Horti-Flower

Please note: depending on the options selected, the content may change

Content

Undercarriage (1x)

Danish trolley shelve
(2x)

Watertray (2x)

Flowerbucket-rack

Wooden shelf

Left frame (1x)

Right frame (1x)

[

\

Irrigation mat (2x)

Front support (2x)| Back support | Coupler (2x) U-profile (2x) Tilter Strip plate (2x)
(2x) (6x) I
Back panel (1x) |Allen larf (External) tooth | Ring 6x12 (8x) M6 Allen bolt | M6 Allen bolt
(2x) locking ring (8x) 20mm (4x) 12mm (12x)
(L8,
ad i
S




1.
Left frame (1x)
Front support (1x)
Ring, 12mm (1x)
M6 Allen bolt 12mm (1x)
' Note: Do not tighten Allen bolt all the way (yet)!!!

2. Repeat step 1 for
right frame
Right frame (1x)
Front support (1x)
Ring 6x12 (1x)
M6 Allen bolt 12mm (1x)
Iw Note: Do not tighten Allen bolt all the way (yet)!!!
Note: if the Horti-Flower is fitted
3. with a brake, make sure when

assembling that the swivel wheels

are on the left side of the
1 trolley!!!!
L
Undercarriage(1x) 1Swiveled wheel
Back support (2x)




Tighten Allen bolt all the way (2x)

Danish trolley shelf (1x)

Tilter (1x)

Ring 6x12 (1x)

(External) tooth locking ring (1x)
M6 Inbusbout 12mm (1x)

Note: Do not tighten Allen
bolt all the way (yet)!!!

Repeat for point b




Tighten Allen bolt
all the way (2x)

7.

Repeat steps 5 and 6 for the second 'Danish trolley shelf' and the ‘'flowerbucket rack'.




8. Coupler (2x)

Note: Hole facing backwards!!!

(a) Place the back panel

R

(b) Secure the panel at
the bottom first

Back panel (1x)
(External) tooth locking ring (2x)

M6 Allen bolt 12mm (4x)
Strip plate (2x)

(c) Secure the panel
at the top




9. U-profile (2x)
M6 Allen bolt 20mm (4x)

(d) Clamp the panel with the U-
profile against the frames on both
sides and tighten the screws




10.

M6 Allen larf (2x)

Place the Watertrays and irrigation mats and the Horti-Flower is ready for use.

The wooden board can be placed in the flower bucket rack.




